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APF 2.5 DC EVO

Art.-Nr. 12142338

ALCO APF 2.5 size monitors convince with their compact size and high performance. Whether permanently
installed or portable, the size 2.5 monitors offer their users a wide range of tactical options. The large number of
accessories and nozzles allow the user the maximum flexibility in the application. The ALCO PowerFighter 2.5-DC
has a compact build. In-cast vanes and by advanced computer aided design optimized water flow result in low
friction loss and maximum reach. The application of this versatile monitor ranges from mounting as a bumper
monitor, roof monitor to an in-rescue cage monitor of aerial ladders. The listed basic model is without nozzle and
inlet flange. A corresponding flange and nozzle configuration can be made in the listed accessories. The
horizontal swivelling range can be increased to up to 360°, depending on the configuration and after prior
consultation.
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Technical Data

Length [mm]: 396

Width [mm]: 371

Height [mm]: 274

Weight [kg]: 11.8

max. permissible operating pressure [bar]: 16

Material Adapter: Aluminium, eloxiert

Outlet: BSP G2¥%2"AG

Angle horizontal [°]: +165

Connection: 3m Kabel mit Harting-Steckverbinder
Sealing: NBR

Position Indicator: Absolute Encoder 4..20 mA

Angle vertical [°]: -85 bis +110

Protection type: IP65

Flow rate at reference pressure p1: 2500

Flow rate at reference pressure p2: 2800

Inlet: Gewinde M95x2

Drive vertical: 62 W/ 3,1 A Absolutwertgeber 4..20 mA
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