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APF 6U DC

Articolo n. 31444134

Alco APF 6 size monitors are suitable for use as vehicle monitors, as monitors for industrial applications and for
installation on trailers. Due to the different possibilities of operation or drives these monitors can be used almost
everywhere. Due to a large selection of nozzles the monitor can be used for water as well as foam dispensing.
Size APF 6 models can be used on vehicles and in industrial installations depending on material, operating mode
and nozzle. The monitors can be used as a water or foam monitor having a throughput capacity of up to 16.000
lpm at 8 bar. Despite the variety, the essential properties remain the same for all models. For example, ball
bearing mounted swivel joints are used exclusively. Worm gears, spindles and gear units are covered and thus
impervious to dirt. The listed basic model is shown without nozzle. A corresponding nozzle configuration can be
made in the listed accessories. The horizontal swivelling range can be increased to up to 360°, depending on the
configuration and after prior consultation.
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Dati tecnici

Lunghezza [mm]: 873

Larghezza [mm]: 800

Altezza [mm]: 620

Peso [kg]: 130

: 16

: Aluminium, eloxiert

: ±165

: Ja

: 24V DC

: 3m Kabel mit Harting-Steckverbinder

: NBR

: Rot RAL 3000

: Absolutwertgeber 4..20 mA

: IP65

: -20 bis +50

: 250 W / 10,5 A Absolutwertgeber 4..20 mA

: 250 W / 10,5 A Absolutwertgeber 4..20 mA

: Flansch DN 150

: Flansch DN 150 PN 16

: 16000

: 10

: -45° bis +75°
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