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Elektrische Mehrzweckdüse
MZA 4000-DC

N° d'art. 31439140

Multi-purpose nozzles are characterized by the possible change between hollow and spray jet. Depending on the
design, it is also possible to adjust the flow rate directly at the nozzle. Special versions of the multi-purpose
nozzles allow the simultaneous application of powder and water/foam mixtures. An integrated proportioner allows
the direct admixing of foam concentrate at the nozzle on certain models. With a foam attachment they are also
suitable for the application of foam. MZ nozzles (multi-purpose nozzles) are equipped with a baffle, which deflects
the flow of extinguishing agent at the nozzle outlet so that it comes out through a ring-shaped slit. The resultant full
jet is then deflected again at the so-called jet-forming sleeve to be bundled into a compact jet. It has a shorter
range than a full jet. However, by pulling back the jet-forming sleeve it is possible to continuously adjust the
opening angle of the jet up to a conical spray. A spray jet of this kind can absorb large amounts of energy and
heat radiation. Moreover, the fine drops, which make up the spray, are also ideally suited for washing noxious
substances out of the air. MZ nozzles create up to triple expansion of type AFFF foam agents without any
additional auxiliaries. MZ nozzles with foam attachment can be deployed with all types of foam agents and provide
foaming results which are comparable to those achieved with low expansion foam pipes. The maximum flow rate
of the multi-purpose nozzle MZA 4000 is 4,000 l/min and 8 bar pressure. An optimum gap adjustment to the flow
rate is achieved by an automatic adjustment to the operating pressure and extinguishing agent quantity.By
actuating an electric linear actuator, the stream shape can be infinitely adjusted during operation. (hollow and
spray jet).
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Données techniques

Longueur [mm]: 272

Largeur [mm]: 182

Hauteur [mm]: 207

Poids [kg]: 6

Pression de service maximale admissible [bar]: 16

Matériel: Aluminium

Pression de référence 1 [bar]: 8

Tension de fonctionnement: 24V DC

Bague d'étanchéité: NBR

Débit à la pression de référence 1 [l/min]: 4000

Couleur du produit: noir

Entrée: Flansch VK110

numéro moussant: 3

nombre de trous: 4

Diamètre du cercle de trou [mm]: 110

Diamètre du trou [mm]: 11

Espacement des trous [mm]: 78

: MZA
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